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UNLESS OTHERWISE SPECIFIED TOLERANCES ARE:
DIMENSIONS IN MILLIMETERS

[ IN BRACKETS ]

ANGLES   2 DEGREES
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DIMENSIONS  IN INCHES

ANGLES   2 DEGREES

FILLETS AND RADII 
 .003 - .005 

FILLETS AND RADII 
0.07 - 0.13 

OUTLINE DRAWING
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MODEL (CS)649A03
BEARING FAULT DETECTOR PLUS

DECIMALS     XX   ±.03
XXX   ±.010

DECIMALS    X   ± 0.8
XX   ± 0.25

BB 10/15/15 ECB 10/15/15 GGS 10/15/15

   
   

45
61

0
PCB Piezotronics Inc. claims proprietary rights in
the information disclosed hereon.  Neither it nor any
reproduction thereof will be disclosed to others
without the written consent of PCB Piezotronics Inc.

REVISIONS
REV DESCRIPTION DIN

C ADDED RELATED BLOCK 43847

1 MODEL 081A40 MOUNTING STUD SUPPLIED AS STANDARD.  FOR M PREFIXES (M649A03)
MODEL M081A61 (M6 X 1.0 TO 14 -28) MOUNTING STUD REPLACES 081A40.

PINS ARE BI-POLAR

1.25 [31.8] HEX
1.34 [34.1]

ACROSS CORNERS

2.6 [66]

1.87 [47.5]

.80 [20.3]

.920 [23.37]

1

1.24 [31.5]

.20 [5.1]

MIL-C-5015 CONNECTOR
2 PIN RECEPTACLE

RELATED DRAWING
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